Turning Rolls

Adjustable
' Standard
Roller Bed

Standard rolls are highly recommended

to turn uniform pieces with few connections

and with a regular and symmetrical gravity center

In applications without a constant diameter change,
since they have to be adjusted without weight and by
hand (unless they are motorized). They are not
recommended for very thin walls.

The main use of this type of rolls is in very heavy applications, these are for pieces with a
weight over 100 tons.

Weldtech Positioning Rolls are designed to work in extreme conditions, very hardy, the
only ones with a three year guarantee.

— Bolt holes are performed to adjust the distance between two roller
centers, in accordance with various work piece diameter

— PU wheels have high bearing capacity and strong driving ability
(<100 ton) Steel wheel gives the very highest support power for big
tanks (>100 ton)

— Stepless speed adjust by inverter

— Linkage function is reserved on the control box panel

— Beam welded structure gives the best robust working strength

— Combination of double enveloping worm and helical gear gives
large driving torque, self-locking

— Motor and reducer formed brake dual insurance ensures the
accuracy and security of stops
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Adjustable
Standard Roller Bed
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’ Positioning

oioss, | nen —— imenson (L wigh
(ton) (mm/min) ia. - Width |  Material Power frame (mm) Idle frame (mm) L)
KT-3 <3 100-1000 2*0.18 @200 - 22200 ©250 - 110 PU 1400*372*420 1400*256*420 300
KT-5 <5 100-1000 2*0.25 2200 - 23000 2250 - 110 PU 1650*390%455 16502907455 450
KT-10 <10 100-1000 2%0.37 2300 - 23400 2300 -170 PU 2000*484*530 2000*370*530 700
KT-20 <20 100-1000 2*0.37 2400 - 24600 2300 -170 PU 2500*510*550 2500*370*550 870
KT-30 <30 100-1000 2*0.55 2400 - 95200 3400 - 200 PU 2800*590*685 2800*430*685 1450
KT-40 <40 100-1000 2*0.75 2400 - ©5200 2400 - 200 PU 2800*620*705 2800*450*705 1700
KT-50 <50 100-1000 2*1.1 @500 - 35200 425 - 198 PU 3000*665*778 3000*470*778 2100
KT-60 < 60 100-1000 2*1.5 @400 - 35500 2450 - 220 PU 3300*705*855 3300*510*855 3400
KT-80 < 80 100-1000 2*1.5 2600 - 26200 @500 - 240 PU 3700*862*970 3700%*650*970 4200
KT-100 <100 100-1000 2%2.2 2600 - ©6200 2500 - 240 PU 4120*1110*990 4120*650%*990 4800
KT-150 <150 100-1000 2%2.2 2600 - 26200 2580 - 200 Steel 3600*918*1010 3600%662*1010 5400
KT-200 < 200 60-1200 2*3.3 2600 - 26200 2580 - 200 Steel 3800*960*1050 3800*680*1010 6200
KT-300 < 300 60-1200 2*4 21000 - 6000 @600 - 250 Steel 4500*1230*1120 4500*1000*1120 12000
KT-400 < 400 60-1200 2*5.5 21200 - 26000 @700 - 300 Steel 5000*1400*1300 5000*1100*1300 17000
KT-500 < 500 60-1200 2*7.5 21200 - 36000 G800 - 320 Steel 5000*1500*1350 5000*1200*1350 25000
KT-600 <600 60-1200 2*7.5 21500 - 7000 @850 - 350 Steel 5600*1680*1425 5600*1000*1425 30000
KT-700 <700 60-1200 2*9 @2000 - 28000 @850 - 400 Steel 6000*1680*1475 6000*1200*1475 34000
KT-800 < 800 60-1200 2*11 02000 - 28000 @850 - 400 Steel 6000*1680*1475 6000*1200*147 5 36000
KT-1000 <1000 60-1200 2*15 @2000 - 28000 @850 - 450 Steel 6000*1850*1475 6000*1500*1475 40000
KT-1200 <1200 60-1200 2*18.5 22000 - 8000 @850 - 500 Steel 6000*1900*1475 6000*1600*1475 45000
KT-1500 <1500 60-1200 2*24 22000 - 10000 @850 - 500 Steel 7000*2200*1475 7000*1800*1475 60000
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Standard Roller Bed

Standard configuration:
— Power frame

— |dle frame

— Control cabinet

— Remote controller

— 15/20m control cable

Options include
Manual / Motorized
screw adjustable type.
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